HOW TO UPGRADE CAMERAS USING IP MANAGER rOVSION|ife

Now you can see!

Refresh ~
Device Name Device Type Device Model IP Address HTTP Port Data Port S
DAI-340IP536 IPC I3-390IPSVF 192.168.0.38 101 1001
DMA-3901P528 IPC DMA-390I1P528 192.168.0.32 80 9008
IV-390IP537 IPC IV-390IP537 192.168.0.50 80 9008
Show Room Face IPC BX-291IP5 192.168.0.111 80 9008
BX-291IP5 80 9008 ;
MAC add
2nd Floor 80 9008 ‘
Choose camera
|18-340IP5MVF+ 80 9008
Sales Desk 80 9008
Tip: Input the IPC MAC address.
DI-3201PS-28 IPC DI-3201PS-28 192.168.0.48 7005 7006 Click on Restore and reboot the device.
within 30 seconds to complete the proce
IP camera IPC BX-291IP5 192.168.0.232 80 9008
Batch Update Batch set Net Batch set stream = Batch Modify PWD  Batch Set Image Reset Password

Software w | |

userR: | admin | ewp: | |




Refresh ~
Device Name
DAI-340IP536
DMA-390IP528
IV-390IP537
Show Room Face
BX-291IP5
2nd Floor
18-340IP5MVF+
Sales Desk
DI-320IPS-28

IP camera

FAIM Ol om..

Batch Update Batch set Net

Device Type

Batch set stream
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Device Model
13-390IPSVF
DMA-390IP528
IV-390IP537
BX-2911P5
BX-342IP5+
BX-2911P5
18-340IP5MVF +
BX-2911P5
DI-3201PS-28
BX-2911P5
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Batch Modify PWD

Software w [

userR: | admin

PWD:

IP Address
192.168.0.38
192.168.0.32
192.168.0.50

192.168.0.111
192.168.0.30

192.168.0.231
192.168.0.37
192.168.0.22
192.168.0.48

192.168.0.232

AAS 4050 A AN

Batch Set Image

Reset Password
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Now you can see!

HTTP Port Data Port S
101 1001
80 9008
80 9008
80 9008
80 9008 .
MAC add
80 9008 ‘
80 9008
80 9008
Tip: Input the IPC MAC address.
7005 7006 Click on Restore and reboot the device.
within 30 seconds to complete the proce
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Browse for file

Put camera’s password and

press update






